
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 86-32

NPDES PERMIT NO. CA0028975

WASTE DISCHARGE REQUIREMENTS FOR:

JONES-HAMILTON COMPANY
CHEMICAL BLENDING FACILITY
NEWARK, ALAMEDA COUNTY

The California Regional Water Quality Control Board, San
Francisco Bay Region, (hereinafter called the Board) finds that:

1. Jones-Hamilton Company, hereinafter called the discharger,
by application dated October 30, 1985, has applied for
issuance of waste discharge requirements and a permit to
discharge waste under the National Pollutant Discharge
Elimination System (NPDES).

2. The discharger operates a chemical blending and formulation
facility and has handled in the past as many as 300
different chemical materials and compounds. The discharger
routinely handles approximately 30 different chemical
materials and compounds. As a result of the operations at
this facility approximately 7000 gallons per day of
wastewater is generated from the production of Sodium
Bisulfate and hydrochloric acid together with approximately
7000 gallons per day of boiler blowdown and cooling water.
An undeterminable amount of equipment and container rinse
water is also being generated from cleaning operations.
During the rainy season a varying amount of stormwater
runoff that may be polluted from materials used at the
facility is discharged.

3. The October 30, 1985 Report Of Waste Discharge (ROWD)
proposes to construct and operate a pretreatment system for
the process waste streams and to continue efforts of source
control to limit the amount of toxic materials that may be
present in the process streams and the storm runoff. The
stormwater runoff will be diverted to the existing retention
pond, and will be discharged via the pretreatment system, if
necessary. Treatment will be provided for the process
wastewater, the approximately 2 million gallons of
wastewater that is currently being contained in the
evaporation ponds and for any stormwater runoff that does
not meet the limitations of this permit. The proposed point
of discharge is to a 36 inch storm sewer line which runs
adjacent to the discharger's property along Willow Street.
This storm sewer discharges to an open flood control ditch
that is tributary to Plummer Creek and South San Francisco
Bay, both waters of the United States.
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